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LAMP PHOTOMETRIC REPORT

MODEL: 92Panel021W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):114.1 DEG
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TOTAL FLUX: 4975.7 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1680 1672 1677 1672 1681 1675 1682 1675 161.2 161.2 3.24

1596 1587 1588 1585 1600 1592 1597 1593 462.9 624.1 12.5

1460 1448 1443 1448 1464 1458 1456 1456 704.2 1328 26.7

1275 1262 1249 1260 1279 1274 1266 1272 853.1 2181 43.8

1047 1031 1016 1029 1051 1047 1035 1043 890.2 3072 61.7

784.6 768.1 752.1 764.9 787.4 784.9 774.0 780.8 810.7 3882 78

505.1 488.6 474.5 485.3 504.5 506.4 497.2 500.9 628.3 4511 90.7

227.9 219.4 208.8 216.6 228.1 238.3 233.9 232.7 378.2 4889 98.3

2.907 0 0 0 3.209 0 0 0 86.94 4976 100

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel021W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1709

5 1702

10 1680

15 1645

20 1596

25 1535

30 1460

35 1373

40 1275

45 1166

50 1047

55 920

60 785

65 647

70 505

75 364

80 228

85 80.9

90 2.91

5

1709

1700

1678

1642

1592

1530

1455

1368

1270

1162

1044

918

785

646

503

362

217

79.4

0.00

10

1709

1699

1676

1640

1590

1529

1455

1369

1273

1168

1046

917

782

644

501

360

218

90.3

0.00

15

1709

1698

1674

1638

1590

1530

1458

1374

1272

1161

1043

918

780

643

499

359

221

96.1

0.00

20

1709

1697

1673

1638

1591

1533

1458

1367

1268

1162

1042

913

781

639

498

359

223

98.6

0.00

25

1709

1696

1672

1639

1594

1532

1453

1365

1270

1158

1039

913

776

638

497

357

223

98.7

0.00

30

1709

1695

1672

1640

1596

1527

1451

1367

1265

1155

1039

908

776

635

494

355

222

97.1

0.00

35

1709

1695

1672

1642

1591

1525

1452

1364

1262

1157

1033

908

771

634

492

354

221

84.3

0.00

40

1709

1694

1671

1644

1588

1525

1453

1359

1262

1151

1031

903

770

630

491

352

221

71.6

0.00

45

1709

1694

1672

1642

1587

1525

1448

1358

1262

1147

1031

900

768

628

489

350

219

59.3

0.00

50

1709

1693

1672

1639

1586

1527

1445

1358

1256

1146

1026

898

764

626

486

349

218

47.8

0.00

55

1709

1693

1673

1636

1585

1525

1443

1359

1253

1145

1022

897

761

624

484

348

217

37.2

0.00

60

1709

1693

1674

1634

1585

1521

1442

1355

1251

1143

1020

894

758

622

482

347

215

27.7

0.00

65

1709

1693

1674

1634

1586

1519

1442

1352

1250

1139

1018

891

756

619

480

346

214

19.4

0.00

70

1709

1693

1675

1633

1586

1518

1442

1349

1250

1137

1017

888

755

618

479

345

212

12.5

0.00

75

1709

1692

1676

1633

1587

1517

1442

1348

1249

1135

1016

886

754

616

477

344

211

7.10

0.00

80

1709

1692

1676

1633

1588

1516

1443

1347

1249

1134

1016

885

753

615

476

343

210

3.16

0.00

85

1709

1692

1676

1632

1588

1516

1443

1346

1249

1133

1016

884

752

614

475

342

209

0.79

0.00

90

1709

1693

1677

1632

1588

1516

1443

1346

1249

1133

1016

884

752

613

474

342

209

0.00

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel021W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

95

0 1709

5 1692

10 1676

15 1632

20 1588

25 1516

30 1443

35 1346

40 1249

45 1133

50 1016

55 884

60 752

65 613

70 474

75 342

80 209

85 0.79

90 0.00

100

1709

1692

1676

1632

1588

1516

1442

1347

1249

1133

1015

884

752

614

475

342

209

3.15

0.00

105

1709

1693

1675

1633

1587

1517

1442

1348

1249

1134

1015

885

753

614

475

342

210

7.04

0.00

110

1709

1693

1675

1633

1586

1518

1441

1349

1249

1136

1016

887

753

616

476

343

210

12.4

0.00

115

1709

1693

1674

1633

1585

1519

1441

1351

1249

1138

1017

889

755

617

478

343

211

19.2

0.00

120

1709

1693

1674

1634

1585

1521

1441

1354

1250

1142

1018

892

756

619

479

344

213

27.3

0.00

125

1709

1693

1673

1635

1584

1524

1442

1358

1252

1144

1020

895

758

622

481

345

214

36.6

0.00

130

1709

1693

1672

1637

1584

1527

1444

1357

1255

1144

1024

895

761

623

483

345

215

47.1

0.00

135

1709

1694

1672

1639

1585

1524

1448

1357

1260

1145

1029

897

765

625

485

346

217

58.4

0.00

140

1709

1694

1671

1641

1586

1523

1453

1359

1261

1149

1029

901

766

627

488

348

218

70.5

0.00

145

1709

1695

1671

1639

1588

1523

1451

1363

1261

1155

1031

906

768

630

489

350

218

82.9

0.00

150

1709

1695

1672

1638

1592

1525

1449

1367

1264

1153

1037

906

773

632

491

352

219

95.4

0.00

155

1709

1696

1672

1637

1591

1528

1450

1364

1270

1157

1037

911

774

635

493

354

220

97.2

0.00

160

1709

1697

1673

1637

1590

1529

1454

1365

1266

1161

1040

911

778

636

495

355

221

97.0

0.00

165

1709

1698

1674

1639

1590

1528

1455

1370

1268

1158

1041

917

778

639

496

356

220

94.5

0.00

170

1709

1699

1676

1641

1592

1529

1454

1368

1270

1163

1042

913

779

643

498

358

216

89.3

0.00

175

1709

1701

1679

1645

1595

1532

1457

1370

1271

1162

1043

915

781

644

500

361

215

77.1

0.00

180

1709

1702

1681

1649

1600

1539

1464

1378

1279

1170

1051

923

787

647

505

364

228

80.1

3.21

185

1709

1701

1679

1645

1596

1533

1459

1372

1273

1164

1045

918

784

647

504

365

229

95.5

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel021W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--3 UNIT: cd

190

0 1709

5 1700

10 1677

15 1643

20 1593

25 1531

30 1457

35 1371

40 1274

45 1167

50 1047

55 919

60 786

65 649

70 505

75 366

80 231

85 99.5

90 0.00

195

1709

1699

1676

1641

1592

1532

1459

1374

1274

1164

1048

925

787

649

506

367

233

105

0.00

200

1709

1698

1675

1640

1593

1534

1459

1371

1273

1169

1049

921

789

648

508

368

234

110

0.00

205

1709

1697

1674

1640

1595

1534

1457

1372

1279

1167

1047

923

787

649

509

369

235

112

0.00

210

1709

1697

1674

1642

1597

1531

1457

1376

1275

1165

1049

920

789

648

508

369

236

113

0.00

215

1709

1696

1674

1643

1594

1531

1460

1373

1272

1168

1045

922

786

649

507

369

237

97.0

0.00

220

1709

1696

1675

1645

1592

1531

1462

1370

1274

1163

1045

919

785

646

507

369

238

81.9

0.00

225

1709

1696

1675

1644

1592

1533

1458

1369

1274

1161

1047

916

785

645

506

368

238

67.5

0.00

230

1709

1695

1676

1643

1591

1536

1455

1370

1270

1161

1042

915

782

645

505

368

238

54.1

0.00

235

1709

1695

1677

1641

1592

1534

1454

1371

1267

1161

1039

915

780

644

504

368

238

42.0

0.00

240

1709

1695

1678

1640

1593

1532

1453

1368

1266

1160

1038

913

778

642

503

368

238

31.2

0.00

245

1709

1695

1679

1640

1594

1530

1454

1366

1265

1157

1037

911

777

641

502

368

237

21.9

0.00

250

1709

1695

1680

1640

1595

1528

1454

1364

1266

1154

1036

909

776

639

501

368

237

14.1

0.00

255

1709

1695

1680

1640

1596

1528

1455

1362

1266

1153

1036

907

775

638

499

367

236

7.97

0.00

260

1709

1695

1681

1639

1597

1527

1456

1362

1266

1151

1036

906

775

637

499

367

235

3.55

0.00

265

1709

1695

1681

1639

1597

1527

1456

1361

1266

1151

1036

905

774

636

498

366

234

0.89

0.00

270

1709

1695

1682

1639

1597

1527

1456

1361

1266

1151

1035

905

774

636

497

366

234

0.00

0.00

275

1709

1695

1681

1639

1597

1527

1456

1361

1266

1151

1035

904

773

635

497

365

234

0.88

0.00

280

1709

1695

1680

1639

1597

1527

1455

1361

1265

1151

1035

905

773

635

497

365

233

3.52

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel021W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--4 UNIT: cd

285

0 1709

5 1695

10 1680

15 1639

20 1596

25 1527

30 1454

35 1361

40 1265

45 1151

50 1034

55 905

60 773

65 636

70 497

75 365

80 233

85 7.87

90 0.00

290

1709

1695

1679

1639

1594

1527

1453

1363

1264

1152

1034

906

773

636

497

364

233

13.9

0.00

295

1709

1695

1679

1640

1593

1529

1453

1364

1264

1154

1034

908

774

637

498

364

233

21.4

0.00

300

1709

1695

1678

1640

1592

1530

1452

1367

1264

1157

1035

910

775

638

499

364

233

30.5

0.00

305

1709

1695

1677

1641

1592

1533

1453

1370

1265

1158

1036

912

776

640

499

363

233

40.9

0.00

310

1709

1695

1676

1643

1592

1535

1454

1368

1268

1158

1039

911

778

640

500

362

233

52.5

0.00

315

1709

1695

1675

1646

1593

1532

1456

1367

1272

1158

1043

912

781

640

501

362

233

65.1

0.00

320

1709

1696

1674

1648

1594

1531

1460

1368

1271

1161

1041

914

781

642

502

363

232

78.6

0.00

325

1709

1696

1674

1646

1596

1531

1458

1371

1270

1166

1042

918

781

644

502

363

231

92.7

0.00

330

1709

1696

1674

1643

1600

1532

1457

1374

1272

1163

1047

917

784

644

503

364

230

107

0.00

335

1709

1697

1674

1641

1597

1536

1458

1371

1276

1164

1045

920

783

645

505

364

230

107

0.00

340

1709

1698

1674

1641

1594

1536

1462

1372

1273

1167

1047

919

787

645

504

365

230

106

0.00

345

1709

1699

1675

1640

1592

1532

1461

1377

1275

1165

1047

922

785

647

504

364

229

101

0.00

350

1709

1700

1676

1641

1592

1530

1456

1371

1276

1170

1049

920

785

648

504

365

228

95.7

0.00

355

1709

1701

1678

1643

1593

1531

1456

1370

1272

1163

1045

919

787

648

504

364

228

93.3

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:08 September 2022 Remarks:


