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LAMP PHOTOMETRIC REPORT

MODEL: 98Helios100

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 6508.0 1m “/+1e0
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€30/210,112.5
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AVERAGE BEAM ANGEE (50%):110.3 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2388 2382 2393 2398 2411 2404 2402 2390 0- 10 229.8 229.8 3.53
20 2290 2278 2296 2302 2324 2313 2307 2289 10- 20 665.2 895.0 13.8
30 2113 2100 2111 2136 2163 2153 2138 2117 20- 30 1024 1919 29.5
40 1857 1844 1848 1883 1913 1915 1890 1873 30— 40 1257 3177 48.8
50 1483 1497 1370 1536 1536 1576 1422 1536 40- 50 1305 4482 68.9
60 962.5 921.8 807.8 945.9 1012 1028 949.4 997.8 50- 60 1094 5575 85.7
70 442.9 359.9 318.3 388.1 477.8 474.0 406.2 449.2 60— 70 679.2 6255 96.1
80 59.06 62.67 35.30 68.16 75.74 100.6 55.31 90.48 70- 80 235.9 6490 99.7
90 2.523 0 0 0 2.877 0 0 0 80- 90 17.56 6508 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
H(3) Range:-90 - 90DEG V(B) Range:-80 - 80DEG
H({@®) Interval: 2.0DEG V(B) Interval: 5.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios100
POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90

0 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423
5 2415 | 2413 | 2412 | 2411 | 2410 | 2409 | 2409 | 2408 | 2408 | 2407 | 2407 | 2407 | 2406 | 2406 | 2407 | 2407 | 2407 | 2407 | 2408
10 2388 | 2385 | 2383 | 2382 | 2381 | 2380 | 2381 | 2381 | 2382 | 2382 | 2383 | 2385 | 2386 | 2388 | 2388 | 2389 | 2390 | 2392 | 2393
15 2349 | 2345 | 2342 | 2340 | 2340 | 2340 | 2341 | 2343 | 2345 | 2344 | 2342 | 2340 | 2340 | 2340 | 2340 | 2341 | 2342 | 2343 | 2345
20 2290 | 2284 | 2280 | 2279 | 2279 | 2282 | 2284 | 2280 | 2278 | 2278 | 2277 | 2278 | 2279 | 2282 | 2285 | 2288 | 2291 | 2294 | 2296
25 2210 | 2203 | 2199 | 2199 | 2202 | 2201 | 2197 | 2197 | 2199 | 2203 | 2206 | 2204 | 2200 | 2197 | 2197 | 2198 | 2199 | 2201 | 2203
30 2113 | 2106 | 2104 | 2107 | 2107 | 2101 | 2100 | 2103 | 2106 | 2100 | 2098 | 2097 | 2097 | 2098 | 2099 | 2102 | 2105 | 2108 | 2111
35 1997 | 1989 | 1988 | 1993 | 1986 | 1984 | 1988 | 1985 | 1980 | 1979 | 1979 | 1984 | 1980 | 1978 | 1974 | 1973 | 1975 | 1977 | 1979
40 1857 | 1848 | 1850 | 1849 | 1846 | 1852 | 1845 | 1841 | 1844 | 1844 | 1838 | 1834 | 1834 | 1835 | 1837 | 1837 | 1841 | 1845 | 1848
45 1694 | 1685 | 1691 | 1682 | 1686 | 1682 | 1681 | 1688 | 1680 | 1676 | 1675 | 1679 | 1667 | 1647 | 1631 | 1618 | 1610 | 1608 | 1609
50 1483 | 1471 | 1479 | 1486 | 1493 | 1500 | 1500 | 1493 | 1493 | 1497 | 1465 | 1438 | 1418 | 1401 | 1386 | 1376 | 1370 | 1369 | 1370
55 1225 | 1218 | 1215 | 1217 | 1212 | 1215 | 1236 | 1266 | 1250 | 1232 | 1205 | 1184 | 1160 | 1136 | 1117 | 1102 | 1092 | 1089 | 1089
60 963 | 962 969 | 974 995 | 986 | 988 957 940 922 917 | 893 | 872 | 850 | 833 | 820 | 811 | 807 | 808
65 709 | 717 | 714 | 720 | 714 | 702 691 653 | 652 616 | 609 | 585 | 598 | 585 | 577 | 570 | 564 | 562 | 563
70 443 | 447 | 453 | 452 | 448 | 430 | 412 | 387 | 375 | 360 | 364 | 349 | 352 | 338 | 335 | 327 | 320 | 318 | 318
75 229 | 218 | 230 | 218 | 208 | 194 | 184 | 184 | 171 | 157 | 155 | 164 | 169 | 172 | 178 | 177 | 176 | 176 | 177
80 59.1 | 64.8 | 60.4 | 59.6 | 57.6 | 55.6|50.0|55.3|60.7|62.7|62.2|59.7|55.4|51.0|46.6|41.9 | 38.2|36.0 | 35.3
85 8.81|8.59|8.41|8.13(8.97|9.11|7.50| 7.64 | 7.51|7.03|6.16 | 5.11 | 4.03|2.96|1.98|1.15|0.52|0.13 | 0.00
90 2.52 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: 2.0DEG V(B) Interval: 5.0DEG

Test Speed: HIGH

Temperature:25.3°C
Operators:
Test Date:01 July 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios100

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185

0 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423
5 2408 | 2409 | 2409 | 2410 | 2411 | 2412 | 2413 | 2414 | 2415 | 2416 | 2417 | 2418 | 2420 | 2421 | 2422 | 2423 | 2425 | 2426 | 2425
10 2393 | 2394 | 2395 | 2396 | 2397 | 2397 | 2398 | 2398 | 2398 | 2398 | 2398 | 2399 | 2400 | 2401 | 2403 | 2405 | 2408 | 2411 | 2409
15 2345 | 2346 | 2349 | 2351 | 2353 | 2355 | 2357 | 2361 | 2364 | 2367 | 2365 | 2364 | 2364 | 2364 | 2365 | 2367 | 2370 | 2374 | 2371
20 2296 | 2297 | 2298 | 2298 | 2298 | 2298 | 2298 | 2299 | 2302 | 2304 | 2308 | 2314 | 2314 | 2312 | 2313 | 2315 | 2319 | 2324 | 2320
25 2204 | 2207 | 2210 | 2212 | 2216 | 2220 | 2227 | 2232 | 2231 | 2232 | 2234 | 2238 | 2244 | 2246 | 2243 | 2244 | 2247 | 2254 | 2249
30 2112 | 2114 | 2115 | 2115 | 2116 | 2119 | 2123 | 2129 | 2136 | 2146 | 2145 | 2143 | 2145 | 2152 | 2154 | 2152 | 2155 | 2163 | 2157
35 1981 | 1985 | 1988 | 1992 | 1997 | 2005 | 2014 | 2014 | 2017 | 2020 | 2027 | 2035 | 2032 | 2034 | 2043 | 2039 | 2040 | 2049 | 2042
40 1850 | 1852 | 1854 | 1856 | 1859 | 1862 | 1867 | 1874 | 1883 | 1884 | 1884 | 1890 | 1899 | 1896 | 1900 | 1903 | 1903 | 1913 | 1906
45 1613 | 1621 | 1633 | 1650 | 1672 | 1697 | 1714 | 1712 | 1714 | 1718 | 1728 | 1727 | 1733 | 1742 | 1739 | 1749 | 1745 | 1754 | 1748
50 1373 | 1380 | 1391 | 1406 | 1424 | 1445 | 1471 | 1500 | 1536 | 1536 | 1539 | 1548 | 1551 | 1545 | 1539 | 1527 | 1517 | 1536 | 1526
55 1094 | 1103 | 1118 | 1137 | 1159 | 1186 | 1212 | 1237 | 1266 | 1291 | 1307 | 1277 | 1253 | 1255 | 1268 | 1265 | 1268 | 1278 | 1273
60 813 | 823 | 838 | 855 | 876 | 901 924 949 | 946 | 972 992 | 1029 | 1026 | 1032 | 1015 | 1015 | 999 | 1012 | 1009
65 567 | 574 | 585 | 597 608 627 617 644 650 683 | 676 | 720 | 734 | 747 | 750 | 756 | 751 | 752 | 759
70 321 | 328 | 337 | 350 | 354 | 372 | 371 | 390 | 388 | 409 | 417 | 436 | 450 | 471 | 479 | 479 | 471 | 478 | 478
75 178 | 180 | 183 | 187 | 181 | 180 | 176 | 167 | 171 | 187 | 204 | 206 | 216 | 222 | 234 | 245 | 244 | 247 | 259
80 36.2 | 38.8|43.0|48.4|53.4|58.5|63.8|67.0|68.2|66.8|61.4|54.6|64.1|68.2|64.6|66.2|69.4|75.7]73.8
85 0.130.53|1.18 | 2.04 | 3.07|4.22|5.40 | 6.56 | 7.60 | 8.22 | 8.46 | 8.39 | 10.2 | 9.74 | 8.95 | 9.37 | 9.36 | 10.2 | 11.4
90 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00]|2.8810.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: 2.0DEG V(B) Interval: 5.0DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:01 July 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456

Humidity:65.0%

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios100
POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--3 UNIT: cd

C (DEG)

y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280
0 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423
5 2424 | 2423 | 2422 | 2421 | 2421 | 2420 | 2419 | 2418 | 2417 | 2417 | 2416 | 2415 | 2415 | 2414 | 2413 | 2413 | 2413 | 2412 | 2412
10 2407 | 2405 | 2404 | 2403 | 2403 | 2403 | 2403 | 2404 | 2404 | 2405 | 2405 | 2405 | 2405 | 2404 | 2403 | 2403 | 2402 | 2401 | 2400
15 2369 | 2368 | 2367 | 2368 | 2369 | 2372 | 2374 | 2372 | 2370 | 2368 | 2366 | 2364 | 2362 | 2360 | 2357 | 2355 | 2354 | 2353 | 2352
20 2318 | 2317 | 2318 | 2321 | 2322 | 2317 | 2314 | 2313 | 2312 | 2312 | 2313 | 2314 | 2313 | 2312 | 2310 | 2308 | 2307 | 2305 | 2303
25 2247 | 2248 | 2252 | 2252 | 2247 | 2244 | 2244 | 2245 | 2248 | 2245 | 2241 | 2238 | 2235 | 2231 | 2228 | 2224 | 2222 | 2222 | 2221
30 2155 | 2160 | 2161 | 2157 | 2156 | 2159 | 2160 | 2153 | 2150 | 2149 | 2147 | 2146 | 2146 | 2145 | 2142 | 2139 | 2138 | 2138 | 2136
35 2043 | 2049 | 2045 | 2047 | 2055 | 2049 | 2043 | 2041 | 2042 | 2046 | 2041 | 2033 | 2028 | 2025 | 2021 | 2017 | 2014 | 2012 | 2011
40 1909 | 1908 | 1908 | 1916 | 1913 | 1913 | 1915 | 1915 | 1907 | 1902 | 1899 | 1897 | 1895 | 1896 | 1896 | 1894 | 1890 | 1886 | 1881
45 1756 | 1750 | 1755 | 1752 | 1754 | 1763 | 1755 | 1752 | 1752 | 1755 | 1738 | 1713 | 1694 | 1680 | 1669 | 1662 | 1656 | 1654 | 1657
50 1542 | 1565 | 1573 | 1577 | 1579 | 1572 | 1573 | 1576 | 1544 | 1518 | 1493 | 1472 | 1455 | 1442 | 1434 | 1427 | 1422 | 1421 | 1423
55 1275 | 1284 | 1281 | 1286 | 1321 | 1370 | 1335 | 1312 | 1285 | 1262 | 1244 | 1229 | 1215 | 1203 | 1195 | 1189 | 1186 | 1185 | 1186
60 1038 | 1046 | 1065 | 1073 | 1067 | 1036 | 1018 | 1028 | 1014 | 1010 | 995 | 983 | 973 | 964 957 951 949 | 948 949
65 778 | 780 | 778 | 771 | 764 | 759 | 738 | 738 | 732 | 744 | 737 | 723 | 711 699 | 688 681 678 678 680
70 491 | 497 | 497 | 487 | 492 | 468 | 478 | 474 | 474 | 464 | 460 | 449 | 440 | 428 | 416 | 411 | 406 | 407 | 409
75 256 | 265 | 253 | 251 | 249 | 253 | 250 | 237 | 236 | 237 | 243 | 243 | 245 | 240 | 235 | 233 | 231 | 231 | 231
80 81.8|82.9|84.7(88.6|81.1|91.1(97.8| 101 [ 96.4|91.0 |85.4|77.6|71.1| 64.6 | 59.5|56.4|55.3|56.0|58.5
85 12.4|13.0 | 15.0 | 17.8 |15.2 | 15.0 | 14.1 | 12.5|10.7 | 8.71 | 6.74 | 4.87 | 3.22 | 1.85| 0.83 | 0.21 | 0.00 | 0.21 | 0.82
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: 2.0DEG V(B) Interval: 5.0DEG

Test Speed: HIGH

Temperature:25.3°C
Operators:
Test Date:01 July 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Heliosl100
POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--4 UNIT: cd

C (DEG)

y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355
0 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423 | 2423
5 2411 | 2411 | 2411 | 2411 | 2410 | 2411 | 2411 | 2411 | 2411 | 2411 | 2411 | 2412 | 2412 | 2413 | 2414
10 2398 | 2397 | 2396 | 2394 | 2393 | 2391 | 2390 | 2389 | 2387 | 2386 | 2385 | 2384 | 2384 | 2385 | 2386
15 2352 | 2351 | 2351 | 2351 | 2351 | 2352 | 2353 | 2354 | 2351 | 2348 | 2346 | 2345 | 2344 | 2344 | 2346
20 2300 | 2298 | 2295 | 2293 | 2290 | 2289 | 2289 | 2288 | 2290 | 2293 | 2289 | 2285 | 2283 | 2283 | 2285
25 2219 | 2217 | 2216 | 2216 | 2218 | 2217 | 2213 | 2209 | 2208 | 2207 | 2209 | 2209 | 2204 | 2203 | 2205
30 2131 | 2127 | 2123 | 2119 | 2117 | 2116 | 2117 | 2121 | 2116 | 2112 | 2110 | 2114 | 2113 | 2108 | 2108
35 2008 | 2007 | 2008 | 2009 | 2012 | 2006 | 2002 | 2000 | 2001 | 2001 | 1995 | 1994 | 1999 | 1992 | 1990
40 1877 | 1875 | 1872 | 1868 | 1867 | 1869 | 1873 | 1869 | 1862 | 1860 | 1862 | 1855 | 1856 | 1855 | 1850
45 1664 | 1675 | 1688 | 1706 | 1716 | 1710 | 1708 | 1709 | 1714 | 1702 | 1699 | 1698 | 1691 | 1696 | 1688
50 1429 | 1437 | 1447 | 1462 | 1482 | 1505 | 1536 | 1528 | 1524 | 1528 | 1523 | 1510 | 1507 | 1487 | 1474
55 1191 | 1197 | 1205 | 1217 | 1233 | 1251 | 1273 | 1293 | 1322 | 1269 | 1245 | 1232 | 1230 | 1223 | 1221
60 951 | 956 | 963 | 972 | 983 | 983 | 998 | 983 | 995 | 1022 | 1025 | 1021 | 999 | 988 | 969
65 686 | 695 | 706 | 716 | 721 | 706 | 711 | 709 | 727 | 729 | 732 | 738 | 744 | 734 | 724
70 416 | 426 | 433 | 440 | 442 | 450 | 449 | 453 | 444 | 462 | 460 | 468 | 473 | 463 | 453
75 233 | 235 | 232 | 228 | 218 | 215 | 214 | 228 | 233 | 231 | 232 | 233 | 239 | 237 | 230
80 62.9 | 68.7|74.4 | 80.4|84.4|88.1|90.5|86.3|79.5|70.6|76.6|72.3|72.5|69.1|68.0
85 1.81|3.12 | 4.69 | 6.42 | 8.22 {10.00| 11.6 | 12.9 | 13.4 | 13.4 | 14.8 [ 13.0 | 11.4 | 10.7 | 9.92
90 0.00 | 0.00 | 0.00| 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00]|0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-80 - 8O0DEG
H({@®) Interval: 2.0DEG V(B) Interval: 5.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 July 2022 Remarks:



