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LAMP PHOTOMETRIC REPORT

MODEL: 98Helios30/WH_new_design

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,98.1

UNIT:cd

C30/210,83.9

UNIT:cd

C60/240,75.6

UNIT:cd

C90/270,75.6

AVERAGE BEAM ANGLE(50%):83.3 DEG
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TOTAL FLUX: 2057.4 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1040 1026 1023 1026 1039 1042 1047 1051 99.87 99.87 4.85

985.8 943.9 903.9 970.2 986.1 1005 1017 1008 287.0 386.9 18.8

900.1 707.3 681.2 790.7 876.8 850.7 836.6 907.6 415.3 802.2 39

713.3 466.1 401.2 590.1 700.3 640.4 610.7 728.3 443.8 1246 60.6

518.3 253.9 221.9 362.2 479.2 341.5 269.8 493.6 371.3 1617 78.6

248.1 154.9 150.9 183.5 251.5 174.7 178.0 229.5 245.2 1862 90.5

84.17 77.21 73.86 76.94 85.05 91.74 93.38 94.22 133.3 1996 97

22.44 17.83 14.36 19.32 23.40 28.34 30.06 27.78 54.32 2050 99.6

0.6841 0.5808 0.5618 0.6934 0.5783 0.5305 0.5454 0.5599 7.369 2057 100

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:11 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios30/WH_new_design

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1055

5 1051

10 1040

15 1017

20 986

25 943

30 900

35 838

40 713

45 633

50 518

55 361

60 248

65 152

70 84.2

75 48.3

80 22.4

85 4.38

90 0.68

30

1055

1044

1029

1011

986

913

738

687

534

426

285

213

159

119

80.1

46.9

20.9

2.02

0.61

60

1055

1043

1024

1007

901

763

677

520

398

323

222

195

151

111

74.3

42.9

14.8

0.75

0.55

90

1055

1043

1023

1006

904

761

681

518

401

323

222

195

151

110

73.9

42.2

14.4

0.72

0.56

120

1055

1045

1023

998

972

905

726

670

499

402

275

204

153

114

75.7

43.6

18.6

1.34

0.64

150

1055

1047

1028

1006

969

918

855

740

682

558

449

327

214

133

78.2

45.1

20.0

3.17

0.75

180

1055

1053

1039

1018

986

934

877

758

700

574

479

378

252

142

85.1

49.9

23.4

3.70

0.58

210

1055

1056

1040

1019

997

967

872

759

674

497

417

280

172

133

90.8

55.4

27.3

6.02

0.52

240

1055

1057

1045

1034

1013

885

829

676

606

412

266

221

177

133

92.7

58.0

29.4

5.74

0.54

270

1055

1058

1047

1037

1017

890

837

682

611

415

270

222

178

133

93.4

58.7

30.1

6.19

0.55

300

1055

1059

1050

1035

1012

981

896

786

729

550

447

301

179

139

96.0

59.3

30.0

7.90

0.55

330

1055

1059

1051

1032

1004

965

919

858

727

657

540

412

280

182

92.5

53.7

25.5

5.12

0.57

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:11 July 2022 Remarks:


