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LAMP PHOTOMETRIC REPORT

MODEL:

99LED962

POWER: 18W

VOLTAGE: 230V

WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries

JscC

TOTAL FLUX: 1459.5 1m /4180
-150 150
-120 120
90
UNIT:cd
€0/180,109.8
Zceoraa0,100.5
€90/270,109.6
¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 518.9 519.0 519.8 521.1 522.1 522.1 521.3 519.9 0- 10 50.21 50.21 3.44
20 485.9 486.0 487.7 489.9 491.7 491.8 490.4 487.9 10- 20 143.0 193.2 13.2
30 435.7 435.6 437.8 441.0 443.4 443.4 441.5 438.2 20- 30 214.8 408.0 28
40 372.0 372.9 374.6 378.4 381.1 381.0 380.8 378.9 30— 40 257.0 665.0 45.6
50 298.7 299.4 301.4 305.6 308.5 308.3 306.2 302.2 40- 50 263.6 928.6 63.6
60 218.6 218.7 220.6 225.4 228.3 228.1 224.4 223.4 50- 60 236.5 1165 79.8
70 134.0 131.6 130.4 138.3 143.6 140.5 134.1 135.1 60— 70 178.4 1344 92.1
80 49.77 45.38 41.15 50.51 57.52 52.79 45.06 48.07 70- 80 96.99 1441 98.7
90 2.145 0.7958 0.7525 0.7882 1.468 0.6829 0.6653 0.6955 80- 90 18.91 1459 100
100 90-100
110 100-110
120 110-120
130 120-130
140 130-140
150 140-150
160 150-160
170 160-170
180 170-180
DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:11l August 2022

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED962

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180

0 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531
5 528 | 528 | 528 | 528 | 528 | 528 | 528 | 528 | 528 | 528 | 528 | 529 | 529 | 529 | 529 | 529 | 529 | 529 | 530
10 519 | 519 | 519 | 519 | 519 | 519 | 519 | 519 | 520 | 520 | 520 | 520 | 521 | 521 | 521 | 522 | 522 | 522 | 522
15 505 | 505 | 505 | 505 | 505 | 505 | 505 | 505 | 506 | 506 | 506 | 507 | 507 | 508 | 508 | 509 | 509 | 509 | 509
20 486 | 486 | 486 | 486 | 486 | 486 | 486 | 487 | 487 | 488 | 488 | 489 | 489 | 490 | 490 | 491 | 491 | 491 | 492
25 463 | 463 | 462 | 463 | 463 | 463 | 463 | 464 | 464 | 465 | 465 | 466 | 466 | 467 | 468 | 468 | 469 | 469 | 470
30 436 | 436 | 435 | 435 | 435 | 436 | 436 | 437 | 437 | 438 | 438 | 439 | 440 | 441 | 441 | 442 | 442 | 443 | 443
35 412 | 411 | 409 | 408 | 406 | 406 | 406 | 406 | 407 | 408 | 408 | 409 | 410 | 411 | 411 | 412 | 413 | 413 | 414
40 372 | 374 | 373 | 374 | 372 | 374 | 373 | 373 | 374 | 375 | 375 | 376 | 377 | 378 | 379 | 380 | 380 | 381 | 381
45 336 | 339 | 336 | 338 | 337 | 337 | 338 | 338 | 338 | 339 | 340 | 341 | 342 | 343 | 343 | 344 | 345 | 345 | 346
50 299 | 299 | 301 | 298 | 299 | 300 | 299 | 301 | 300 | 301 | 302 | 303 | 304 | 305 | 306 | 307 | 307 | 308 | 308
55 261 | 261 | 259 | 262 | 259 | 259 | 260 | 260 | 261 | 262 | 263 | 264 | 265 | 266 | 267 | 268 | 268 | 269 | 269
60 219 | 221 | 219 | 218 | 219 | 218 | 218 | 220 | 220 | 221 | 221 | 223 | 224 | 225 | 226 | 227 | 227 | 228 | 228
65 176 | 179 | 176 | 179 | 175 | 175 | 175 | 175 | 175 | 176 | 177 | 179 | 180 | 182 | 183 | 185 | 185 | 186 | 186
70 134 | 136 | 133 | 133 | 132 | 131 | 130 | 130 | 129 | 130 | 131 | 133 | 135 | 138 | 139 | 141 | 142 | 143 | 144
75 93.5|92.9(90.3|89.4(88.7|86.4|84.8|84.2|83.7|84.4|85.3|87.3/89.2(92.2|94.4|97.3|98.8| 101 | 101
80 49.8 | 52.6 | 50.6 | 48.8 | 46.3 | 44.5 | 42.5 | 41.5 | 40.7 | 41.2 | 41.9 | 43.9 | 46.0 | 49.1 | 51.9 | 55.1 | 57.6 | 59.8 | 57.5
85 18.8|19.5|16.8 | 14.1 | 11.2 | 9.16 | 7.74 | 7.21 | 6.82 | 7.01 | 7.29 | 8.30 | 9.52 | 11.7 | 14.4 | 17.8 | 20.9 | 23.8 | 22.3
90 2.15|2.00|1.45|0.85|0.81|0.78 | 0.76 | 0.76 | 0.75 | 0.75 | 0.75 | 0.75 | 0.76 | 0.76 | 0.82 | 0.84 | 0.88 | 1.25 | 1.47
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:
Test Date:11l August 2022

Y
fe

Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED962
POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531 | 531
5 529 | 530 | 529 | 529 | 529 | 529 | 529 | 529 | 529 | 529 | 529 | 529 | 528 | 528 | 528 | 528 | 528
10 522 | 522 | 522 | 522 | 522 | 522 | 522 | 522 | 521 | 521 | 521 | 520 | 520 | 520 | 520 | 519 | 519
15 509 | 510 | 509 | 510 | 509 | 509 | 509 | 509 | 508 | 508 | 507 | 507 | 507 | 506 | 506 | 505 | 505
20 492 | 492 | 492 | 492 | 492 | 492 | 491 | 491 | 490 | 490 | 489 | 489 | 488 | 488 | 487 | 487 | 486
25 469 | 470 | 470 | 470 | 469 | 469 | 469 | 469 | 468 | 467 | 467 | 466 | 465 | 465 | 464 | 464 | 463
30 443 | 444 | 443 | 444 | 443 | 443 | 443 | 442 | 441 | 441 | 440 | 439 | 438 | 438 | 437 | 437 | 436
35 413 | 414 | 414 | 414 | 413 | 413 | 413 | 413 | 414 | 416 | 417 | 415 | 416 | 416 | 414 | 413 | 413
40 381 | 381 | 381 | 381 | 381 | 381 | 381 | 381 | 381 | 379 | 377 | 379 | 378 | 380 | 375 | 377 | 373
45 346 | 346 | 346 | 346 | 345 | 346 | 345 | 347 | 343 | 343 | 344 | 341 | 341 | 341 | 339 | 339 | 338
50 308 | 309 | 308 | 309 | 308 | 308 | 309 | 307 | 306 | 307 | 304 | 305 | 303 | 301 | 303 | 300 | 299
55 269 | 269 | 269 | 269 | 269 | 270 | 268 | 268 | 266 | 266 | 266 | 264 | 263 | 263 | 262 | 262 | 262
60 228 | 229 | 228 | 228 | 228 | 227 | 227 | 226 | 224 | 227 | 225 | 223 | 223 | 224 | 223 | 220 | 220
65 186 | 186 | 186 | 186 | 184 | 185 | 182 | 181 | 180 | 180 | 180 | 179 | 181 | 179 | 178 | 178 | 177
70 143 | 144 | 142 | 142 | 140 | 138 | 136 | 136 | 134 | 134 | 134 | 134 | 135 | 135 | 137 | 138 | 136
75 100 | 100 | 98.1 | 96.9 | 94.3 | 92.8 | 90.5|89.6|88.6|89.8|88.4|88.9|89.5|90.7|90.9|93.9|95.0
80 54.1 | 53.3 |53.8|54.1|51.5|49.4 | 47.3|46.1 | 45.1 | 45.1 | 45.3 | 46.3 | 47.3 | 48.8 | 48.0 | 46.3 | 46.8
85 18.0 | 16.0 | 16.0 | 16.4 | 13.9 | 12.4 | 11.1 | 10.4 | 9.89 | 9.97 | 10.0 | 10.8 | 11.6 | 13.3 | 12.9 | 13.1 | 15.1
90 1.19 |/ 0.78 | 0.86 | 0.70 | 0.66 | 0.66 | 0.66 | 0.66 | 0.67 | 0.66 | 0.68 | 0.67 | 0.68 | 0.71 | 0.76 | 0.88 | 1.47
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:11l August 2022 Remarks:




