
EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 1 Of 3

LAMP PHOTOMETRIC REPORT

MODEL: 93M21TLB1040/BL

POWER: 10W VOLTAGE: 48V WORKING VOLTAGE: 48V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 1138.3 lm
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 120 110-120

 130 120-130

 140 130-140

 150 140-150
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2877 3255 3219 3162 3605 3315 3306 3293 393.5 393.5 34.6

528.9 613.8 600.9 588.2 764.4 619.7 637.4 651.3 451.1 844.6 74.2

159.0 172.8 171.3 168.0 185.5 175.2 174.0 181.1 148.6 993.3 87.3

74.97 77.87 75.61 76.34 82.43 76.32 76.51 81.52 71.60 1065 93.5

36.90 40.93 39.88 40.11 44.55 39.84 39.41 40.91 44.47 1109 97.5

10.78 13.39 13.65 13.08 16.50 13.76 12.75 13.19 23.12 1132 99.5

0.0465 0.1448 0.0327 0.1692 1.388 0.0914 0.0508 0.0305 5.796 1138 100

0.0163 0.0150 0.0082 0.0150 0.0190 0.0163 0.0164 0.0164 0.0387 1138 100

0.0136 0.0136 0.0136 0.0136 0.0190 0.0231 0.0218 0.0218 0.0181 1138 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:11 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93M21TLB1040/BL

POWER: 10W VOLTAGE: 48V WORKING VOLTAGE: 48V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 5034

5 4391

10 2877

15 1282

20 529

25 266

30 159

35 105

40 75.0

45 53.9

50 36.9

55 21.9

60 10.8

65 3.31

70 0.05

75 0.02

80 0.02

85 0.01

90 0.01

10

5034

4488

3071

1428

570

280

171

108

76.4

55.4

38.2

23.7

11.6

4.08

0.02

0.01

0.01

0.01

0.01

20

5034

4525

3152

1485

587

288

168

109

76.8

55.9

38.8

24.7

12.2

4.67

0.06

0.03

0.02

0.01

0.01

30

5034

4563

3231

1552

611

297

179

111

77.3

56.7

39.9

25.6

12.8

5.12

0.05

0.01

0.01

0.01

0.01

40

5034

4553

3235

1561

613

297

171

110

77.7

58.2

41.0

26.0

13.2

5.34

0.11

0.03

0.02

0.01

0.01

50

5034

4562

3274

1594

615

302

174

112

78.1

58.8

40.9

26.4

13.6

5.64

0.18

0.01

0.01

0.01

0.01

60

5034

4533

3246

1573

610

297

172

110

77.6

57.7

40.2

26.3

13.7

5.67

0.12

0.02

0.02

0.01

0.01

70

5034

4527

3253

1602

610

293

178

111

77.6

57.3

40.5

26.3

13.8

5.69

0.09

0.01

0.01

0.01

0.01

80

5034

4490

3214

1579

598

287

168

109

76.2

56.6

40.1

26.0

13.7

5.50

0.07

0.02

0.02

0.01

0.01

90

5034

4481

3219

1595

601

282

171

107

75.6

56.0

39.9

26.1

13.6

5.50

0.03

0.01

0.01

0.01

0.01

100

5034

4449

3178

1564

587

275

161

105

74.6

55.4

39.5

25.9

13.5

5.27

0.06

0.02

0.01

0.01

0.01

110

5034

4447

3181

1576

590

277

169

106

74.6

55.4

39.5

25.8

13.3

5.28

0.03

0.01

0.01

0.01

0.01

120

5034

4428

3150

1549

583

276

162

105

74.8

55.7

39.5

25.6

13.0

5.15

0.06

0.02

0.01

0.01

0.01

130

5034

4441

3168

1562

589

280

172

107

76.0

56.9

40.1

25.8

13.1

5.31

0.12

0.01

0.01

0.01

0.01

140

5034

4437

3156

1548

588

280

164

107

76.7

57.8

40.2

25.9

13.1

5.38

0.22

0.02

0.02

0.01

0.01

150

5034

4473

3202

1592

603

284

173

109

77.6

58.6

40.8

26.5

13.4

5.69

0.38

0.01

0.01

0.01

0.01

160

5034

4492

3234

1613

611

289

167

109

78.0

59.5

41.8

27.2

13.9

6.04

0.46

0.03

0.01

0.01

0.01

170

5034

4560

3344

1796

649

298

179

111

78.7

59.6

42.6

28.2

14.7

6.73

0.62

0.01

0.01

0.01

0.01

180

5034

4713

3605

2039

764

333

185

119

82.4

61.3

44.6

30.6

16.5

8.22

1.39

0.01

0.02

0.02

0.02

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:11 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93M21TLB1040/BL

POWER: 10W VOLTAGE: 48V WORKING VOLTAGE: 48V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 5034

5 4635

10 3463

15 1804

20 783

25 308

30 175

35 113

40 79.1

45 58.8

50 42.5

55 28.9

60 15.5

65 7.33

70 0.63

75 0.02

80 0.02

85 0.02

90 0.02

200

5034

4619

3413

1829

661

300

179

111

77.9

57.5

41.4

28.0

14.9

6.84

0.39

0.02

0.02

0.02

0.02

210

5034

4594

3346

1654

632

294

169

109

76.8

56.6

40.4

26.9

14.3

6.21

0.19

0.02

0.01

0.01

0.02

220

5034

4600

3339

1633

625

297

179

110

76.5

56.9

40.3

26.4

14.0

5.93

0.13

0.02

0.02

0.02

0.02

230

5034

4586

3292

1574

615

296

171

109

76.1

56.5

39.3

25.7

13.5

5.36

0.06

0.02

0.01

0.01

0.02

240

5034

4603

3308

1581

621

302

174

110

77.0

57.0

39.1

25.5

13.2

5.21

0.04

0.02

0.02

0.02

0.02

250

5034

4599

3283

1552

621

303

173

109

77.1

57.2

39.2

25.0

12.7

4.91

0.05

0.02

0.02

0.02

0.02

260

5034

4625

3318

1588

637

308

176

110

77.0

56.5

39.6

25.1

12.7

5.10

0.03

0.02

0.02

0.02

0.02

270

5034

4626

3306

1577

637

310

174

110

76.5

56.0

39.4

25.3

12.7

5.09

0.05

0.02

0.02

0.02

0.02

280

5034

4652

3347

1609

652

313

176

111

77.5

56.7

40.0

25.9

13.0

5.33

0.08

0.01

0.02

0.02

0.02

290

5034

4642

3322

1588

652

313

176

112

77.8

57.0

40.1

25.9

13.1

5.27

0.07

0.02

0.02

0.02

0.02

300

5034

4660

3342

1609

657

320

180

114

79.4

58.0

40.7

26.0

13.3

5.40

0.04

0.01

0.02

0.02

0.02

310

5034

4639

3292

1578

651

317

180

114

80.8

59.0

41.0

25.7

13.2

5.20

0.04

0.02

0.02

0.02

0.02

320

5034

4642

3294

1591

651

320

182

117

82.3

60.1

40.8

25.8

13.2

5.19

0.02

0.02

0.02

0.02

0.02

330

5034

4611

3236

1542

632

313

179

116

81.9

59.7

40.0

25.3

12.9

4.91

0.04

0.02

0.02

0.02

0.02

340

5034

4601

3226

1540

628

310

179

114

81.3

59.3

40.0

25.1

12.7

4.79

0.02

0.02

0.02

0.02

0.02

350

5034

4540

3115

1465

598

296

171

111

78.9

57.1

39.2

24.1

12.1

4.28

0.03

0.02

0.02

0.02

0.02

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:11 November 2022 Remarks:


