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LAMP PHOTOMETRIC REPORT

MODEL: 96RAY15/W

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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C90/270,58.7

AVERAGE BEAM ANGLE(50%):58.7 DEG
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TOTAL FLUX: 1056.7 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

611.9 609.1 609.3 621.0 634.9 626.5 612.9 608.9 63.87 63.87 6.04

451.1 446.3 436.2 436.1 454.5 462.1 450.5 448.9 147.8 211.7 20

363.7 359.0 353.8 346.0 347.8 355.4 361.1 360.5 182.3 394.0 37.3

314.5 312.2 303.1 294.1 289.9 295.2 311.0 308.6 205.5 599.5 56.7

253.9 245.3 233.7 230.5 227.2 226.3 244.5 254.8 210.8 810.3 76.7

151.5 144.2 140.7 137.4 138.7 140.6 154.5 157.9 173.6 983.9 93.1

5.079 5.452 4.168 5.334 8.615 8.424 6.024 4.830 68.51 1052 99.6

1.637 1.532 1.499 1.751 1.921 1.827 1.569 1.669 3.311 1056 99.9

0.4067 0.4077 0.4466 0.4229 0.3796 0.3927 0.3540 0.3042 0.9653 1057 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:31 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY15/W

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 723

5 693

10 612

15 527

20 451

25 400

30 364

35 336

40 314

45 288

50 254

55 208

60 152

65 71.3

70 5.08

75 2.83

80 1.64

85 0.81

90 0.41

10

723

694

613

527

451

400

364

337

316

288

253

206

153

65.9

4.70

2.65

1.54

0.76

0.40

20

723

694

612

525

450

399

363

335

314

286

250

203

149

70.4

4.69

2.58

1.51

0.77

0.41

30

723

695

612

524

449

398

362

334

313

285

248

203

146

63.0

5.31

2.66

1.51

0.75

0.41

40

723

694

609

522

447

395

360

333

312

284

246

198

142

59.0

5.69

2.74

1.54

0.78

0.41

50

723

696

609

521

446

394

358

333

312

284

244

196

146

58.6

5.21

2.66

1.52

0.75

0.41

60

723

695

607

518

442

392

356

332

310

280

240

194

144

53.8

4.22

2.46

1.48

0.77

0.42

70

723

696

608

518

440

391

356

330

308

278

238

192

142

53.3

4.07

2.45

1.47

0.76

0.41

80

723

696

607

516

437

389

355

327

305

274

235

189

140

50.9

4.11

2.47

1.50

0.79

0.45

90

723

697

609

516

436

388

354

325

303

272

234

188

141

52.1

4.17

2.50

1.50

0.74

0.45

100

723

697

609

514

434

385

352

323

300

270

233

188

139

51.5

4.14

2.49

1.50

0.58

0.42

110

723

698

613

517

434

384

350

322

298

269

233

189

141

53.3

4.20

2.53

1.52

0.61

0.41

120

723

698

614

518

433

382

349

321

296

267

231

188

140

52.5

4.37

2.63

1.57

0.79

0.41

130

723

700

619

523

435

381

347

320

296

266

232

189

137

53.7

5.01

2.91

1.70

0.85

0.41

140

723

701

623

526

437

380

345

318

293

262

230

188

137

54.0

5.66

3.13

1.81

0.90

0.43

150

723

703

629

533

442

382

344

316

290

259

227

187

141

58.7

6.25

3.24

1.86

0.91

0.43

160

723

702

631

536

446

383

344

315

288

257

224

186

141

58.1

6.76

3.29

1.88

0.94

0.43

170

723

703

635

542

451

386

346

316

289

258

225

187

144

53.4

8.38

3.65

1.97

0.95

0.43

180

723

703

635

546

455

390

348

317

290

260

227

185

139

60.8

8.62

3.55

1.92

0.90

0.38

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:31 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY15/W

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 723

5 701

10 633

15 546

20 457

25 392

30 349

35 317

40 290

45 262

50 226

55 182

60 136

65 65.3

70 8.40

75 3.17

80 1.81

85 0.88

90 0.39

200

723

702

632

547

461

396

352

318

290

261

225

185

142

69.8

7.58

2.91

1.71

0.85

0.39

210

723

700

629

545

461

397

353

319

291

259

224

186

142

69.8

7.83

2.90

1.72

0.88

0.39

220

723

701

628

545

463

401

355

322

294

260

225

184

141

79.1

8.43

3.06

1.78

0.87

0.39

230

723

700

625

543

462

402

356

324

297

263

228

186

140

70.9

8.42

3.26

1.87

0.92

0.39

240

723

699

623

541

460

402

360

328

301

268

233

192

143

77.8

8.97

3.37

1.91

0.88

0.38

250

723

697

619

537

456

400

360

330

305

273

237

195

145

70.8

8.13

3.18

1.83

0.76

0.36

260

723

697

617

535

454

399

361

333

309

279

242

198

151

81.5

7.58

2.92

1.71

0.57

0.35

270

723

695

613

530

450

398

361

336

311

281

244

202

154

76.2

6.02

2.61

1.57

0.76

0.35

280

723

694

612

527

449

397

362

336

312

283

247

206

158

81.8

5.42

2.53

1.52

0.78

0.35

290

723

692

610

524

447

396

361

335

312

285

250

208

158

75.7

4.52

2.57

1.54

0.79

0.37

300

723

692

610

524

448

396

361

334

312

287

255

211

160

78.7

4.53

2.67

1.58

0.77

0.36

310

723

690

608

523

448

396

360

332

309

286

256

212

159

74.4

4.70

2.79

1.64

0.80

0.31

320

723

691

610

524

450

397

361

331

308

284

254

210

157

73.9

4.96

2.93

1.70

0.79

0.30

330

723

690

609

525

452

397

360

331

307

283

252

208

152

73.3

5.12

3.03

1.75

0.82

0.35

340

723

691

611

527

453

399

361

332

309

284

253

208

154

71.5

5.08

3.00

1.72

0.78

0.34

350

723

692

611

526

452

399

362

334

312

286

253

209

153

71.7

5.14

2.87

1.64

0.76

0.34

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:31 August 2022 Remarks:


