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LAMP PHOTOMETRIC REPORT

MODEL: 99LED968CW

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1359.5 1m -/+180

-150 150

20

€30/210,113.5
—C60/240,113.2
©90/270,113.2

AVERAGE BEAM ANGEE (50%):113.4 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 460.1 459.6 459.5 459.9 460.4 460.8 460.8 460.6 0- 10 44.30 44.30 3.26
20 437.0 435.9 435.5 436.5 437.8 438.4 438.4 437.9 10- 20 127.2 171.5 12.6
30 398.9 397.1 396.7 398.2 400.2 401.0 400.9 400.2 20- 30 193.6 365.1 26.9
40 346.8 344.2 343.8 345.8 348.7 349.5 349.3 348.3 30— 40 234.4 599.5 44.1
50 282.5 279.0 278.5 281.1 285.1 285.7 285.3 283.9 40- 50 243.8 843.3 62
60 208.8 204.7 203.9 207.2 212.1 212.5 211.8 210.4 50- 60 220.4 1064 78.2
70 131.5 126.9 125.7 129.5 135.1 135.0 133.6 132.7 60— 70 168.4 1232 90.6
80 56.80 53.97 52.71 56.15 60.03 60.98 59.30 58.84 70- 80 98.79 1331 97.9
90 0.8095 0.8048 0.7867 0.7901 0.7059 1.298 2.145 0.8417 80- 90 28.67 1360 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED968CW

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468
5 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466
10 460 | 460 | 460 | 460 | 460 | 460 | 459 | 460 | 460 | 459 | 460 | 460 | 460 | 460 | 460 | 460 | 460 | 460 | 460
15 450 | 450 | 450 | 450 | 450 | 450 | 449 | 449 | 449 | 449 | 449 | 450 | 450 | 450 | 450 | 450 | 451 | 451 | 451
20 437 | 437 | 436 | 436 | 436 | 436 | 435 | 436 | 436 | 436 | 436 | 436 | 436 | 436 | 437 | 437 | 437 | 437 | 438
25 420 | 420 | 419 | 419 | 418 | 418 | 418 | 418 | 418 | 418 | 418 | 418 | 419 | 419 | 419 | 420 | 420 | 420 | 421
30 399 | 399 | 398 | 398 | 397 | 397 | 397 | 397 | 397 | 397 | 397 | 397 | 397 | 398 | 398 | 399 | 399 | 400 | 400
35 375 | 374 | 373 | 373 | 372 | 372 | 372 | 372 | 372 | 372 | 372 | 372 | 373 | 373 | 374 | 375 | 375 | 376 | 376
40 347 | 346 | 346 | 345 | 344 | 344 | 343 | 344 | 344 | 344 | 344 | 344 | 345 | 346 | 346 | 347 | 347 | 348 | 349
45 316 | 316 | 315 | 314 | 313 | 313 | 312 | 312 | 312 | 313 | 313 | 313 | 314 | 315 | 315 | 316 | 317 | 318 | 318
50 282 | 282 | 281 | 280 | 279 | 279 | 278 | 278 | 278 | 279 | 279 | 279 | 280 | 281 | 281 | 283 | 283 | 284 | 285
55 247 | 246 | 245 | 244 | 243 | 242 | 242 | 242 | 242 | 242 | 242 | 243 | 244 | 245 | 245 | 247 | 248 | 249 | 249
60 209 | 208 | 207 | 206 | 205 | 204 | 204 | 204 | 203 | 204 | 204 | 205 | 206 | 207 | 208 | 209 | 210 | 211 | 212
65 170 | 170 | 168 | 167 | 166 | 166 | 165 | 165 | 164 | 165 | 165 | 166 | 167 | 168 | 169 | 170 | 172 | 173 | 174
70 131 | 131 | 129 | 129 | 127 | 127 | 125 | 126 | 125 | 126 | 126 | 127 | 127 | 129 | 130 | 132 | 133 | 134 | 135
75 93.3|92.9(91.5|90.9|89.4|88.9(88.2|87.7|87.7|87.8|88.3(88.9|89.5|91.1|92.0|93.8|94.6/96.1|97.0
80 56.8 | 57.1| 56.1 | 55.3 | 54.3 | 53.7 | 52.9 | 52.6 | 52.4 | 52.7 | 53.0 | 53.7 | 54.5 | 55.7 | 56.6 | 58.0 | 58.9 | 60.0 | 60.0
85 22.6 | 24.6|23.8(23.4(22.7|22.3(21.8|21.7(21.6|21.9|22.1|22.7|23.2|24.0|24.7|25.7|26.4|27.2]25.6
90 0.81|/0.81|0.84|0.82|0.81|0.80|0.79|0.79|0.79|0.79|0.79|0.78 |0.79|0.78 | 0.80|0.79|0.82|0.80|0.71
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:

Test Date:15 August 2022

Test Distance:6.265m [K=1.0000]

Remarks:




EV=RFINE

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED968CW
POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468 | 468
5 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466 | 466
10 461 | 461 | 461 | 461 | 461 | 461 | 461 | 461 | 461 | 461 | 461 | 461 | 461 | 461 | 460 | 460 | 460
15 451 | 451 | 451 | 451 | 452 | 452 | 452 | 452 | 452 | 452 | 451 | 451 | 451 | 451 | 451 | 451 | 451
20 438 | 438 | 438 | 438 | 438 | 438 | 439 | 439 | 438 | 438 | 438 | 438 | 438 | 438 | 438 | 437 | 437
25 421 | 421 | 421 | 422 | 421 | 422 | 422 | 422 | 421 | 421 | 421 | 421 | 421 | 421 | 421 | 421 | 420
30 400 | 401 | 401 | 401 | 401 | 401 | 401 | 401 | 401 | 401 | 401 | 401 | 400 | 400 | 400 | 400 | 399
35 376 | 377 | 377 | 377 | 377 | 377 | 377 | 377 | 377 | 377 | 376 | 376 | 376 | 376 | 376 | 375 | 375
40 349 | 349 | 349 | 350 | 349 | 350 | 350 | 350 | 349 | 349 | 349 | 349 | 348 | 348 | 348 | 348 | 347
45 319 | 319 | 319 | 319 | 319 | 319 | 319 | 319 | 319 | 319 | 318 | 318 | 318 | 317 | 317 | 317 | 317
50 285 | 286 | 286 | 286 | 286 | 286 | 286 | 286 | 285 | 285 | 285 | 285 | 284 | 284 | 284 | 284 | 283
55 250 | 250 | 250 | 250 | 250 | 250 | 250 | 250 | 249 | 249 | 249 | 249 | 248 | 248 | 248 | 248 | 247
60 212 | 213 | 212 | 213 | 212 | 212 | 212 | 212 | 212 | 212 | 211 | 211 | 210 | 210 | 210 | 210 | 209
65 174 | 174 | 174 | 174 | 174 | 174 | 173 | 173 | 173 | 173 | 172 | 172 | 172 | 172 | 171 | 171 | 171
70 135 | 136 | 135 | 135 | 135 | 135 | 134 | 134 | 134 | 134 | 133 | 133 | 132 | 133 | 132 | 133 | 132
75 97.1|97.7 | 97.1|97.3 | 96.5|96.6|95.8 | 96.0|95.1|95.3|94.6|95.0|94.4|94.8|94.3|94.7|94.0
80 60.3 | 61.0| 61.2 | 61.2 | 60.8 | 60.5 | 60.0 | 59.8 | 59.3 | 59.2 | 58.9 | 59.0 | 58.8 | 58.9 | 58.5 | 58.1 | 57.2
85 24.9 | 25.6 | 25.8|26.4|26.7|28.2|27.9|27.7|27.3|27.2|26.9|26.9(25.0|24.2|23.3|22.9]22.1
90 0.790.84|1.04|1.11 |1.48 |1.81|2.08|2.21|2.15|1.97|1.69|1.35|0.94|0.74|0.76|0.76|0.74
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 August 2022 Remarks:




